SystemOn Expansion Module for

SMART Board™ 600 Series Interactive Whiteboards

Specifications — Model SYSONG6

Physical Specifications

Size

Weight

Shipping Size

Shipping Weight

Control Panel
Fits into the pen tray expansion slot of
a SMART Board 600 series interactive whiteboard

Projector Controller and Activity Sensor
65/8"Wx13/4"Hx51/2"D
(16.9cm x 4.4 cm x 14.0 cm)

Control Panel
less than 1 oz. (4.0 g)

Projector Controller and Activity Sensor
1/2 1b. (0.2 kg)

101/2"Wx91/2"Hx2"D Control Panel
(26.7 cm x 24.1 cm x 5.1 cm)

2 Ib. (0.9 kg)

All dimensions +/- 1/8" (3.2 mm).

Standard Features
Software

Cables Included

Cables Required

Operating Temperature

Certification and
Regulator Compliance

Warranty

SystemOn software and installation documentation included on supplied compact disc

16' 6" (5.0 m) Cat 5e RJ-45 - connects the Projector Controller to the Control Panel
16'6" (5.0 m) USB-A/B — connects the Projector Controller to the computer
Country-specific power adapter

An RS-232 control cable (for communication between the projector and computer through the Projector
Controller). Contact your projector vendor for help with purchasing this cable. An IEC-320-C13 to country-
specific power cable (which powers the system) is also required.

41°F to 95°F (5°C to 35°C) with up to 80% humidity, non-condensing
FCC, CSA/UL, CE

One-year limited equipment warranty

Control Panel
Construction

SystemOn Button
Indicator Lights

Molded Control Panel snaps easily into the SMART Board 600 series pen tray expansion slot
Large, illuminated ON/OFF button

A series of four lights indicate SystemOn component activity: projector warming up, projector cooling down,
projector problem, SystemOn problem

Projector Controller
Construction

Connection Ports

and Activity Sensor
Sturdy, flame resistant plastic. The Projector Controller and Activity Sensor installs near your projector.

NOTE: Mounting hardware not supplied.

IEC (F) - connects to projector
IEC (M) - connects to AC mains
USB-B — connects to computer

DB9 (M) - connects to projector
RJ-45 (F) — connects to Control Panel

SystemOn Expansion Module System Requirements

Windows® Computers

Pentium® 300 MHz processor (450 MHz or faster recommended)
128 MB of RAM (256 MB recommended)

Available powered USB port

Approximately 40 MB of free hard disk space

Windows 2000 or Windows XP operating system




Specifications — Model SYSONG6

SMART Board Software 9.5 Computer Requirements
Windows Computers Pentium Il 450 MHz processor
128 MB of RAM (256 MB recommended)
136 MB of free hard disk space for minimum installation (511 MB for full installation with Gallery collections)

Windows NT® 4.0 (SP6), Windows 98 operating system or later
Microsoft® Internet Explorer® 6.0 or later
Macromedia® Flash® player version 8

NOTE: The AirLiner™ wireless slate requires the Windows 2000 or Windows XP operating system.

Projector Controller and Activity Sensor Dimensions

6 5/8" (16.9 cm)

E—
@Wlp

Power (from Power Outlet)

-

RJ-45
(to Control Panel)

USB-B
(to Computer)

DB9-M
(to Projector)

5 1/4" (13.3 cm)
8
6 7/8" (17.6 cm)

Oy

-
Power (to Projector)  Status Light 1.3/4"
(4.4 cm)
}4 51/2" (14.0 cm) >{
SMART Order Number
SYSONG6-NA SystemOn expansion module for SMART Board 600 series interactive whiteboards (U.S. and Canada only)
SYSON6-UK SystemOn expansion module for SMART Board 600 series interactive whiteboards (United Kingdom only)
SYSONG6-AU SystemOn expansion module for SMART Board 600 series interactive whiteboards (Australia only)
SMART Technologies Inc.
1207 — 11 Avenue SW, Suite 300 W
Calgary, AB T3C OM5 ;
CANADA .
Technologies

Phone +1.403.245.0333
Toll Free 1.888.42.SMART (Canada/U.S.)
info@smarttech.com www.smarttech.com

© 2005-2006 SMART Technologies Inc. All rights reserved. SMART Board, AirLiner and the SMART logo are trademarks of SMART Technologies Inc. Microsoft, Windows and Windows NT are registered trademarks of Microsoft Corporation in
the U.S. and other countries. All other third-party product and company names may be trademarks of their respective owners. Specifications are subject to change without notice. 06/2006.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


